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Seat belt setup
can be mirrored,
construction is
symmetrical
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D-pillar of L1 and L2 bodies and conversion are identical up to
500+ mm before the seat belt anchorage points in this drawing

Collseweg 10 - 5674 TR Nuenen - The Netherlands - T +31 40-2836442

OEM seatbelt manufacturers hardware
is mounted directly to the anchorage point

DETAIL A
SCALE 1 : 2

as described in the manufacturers documentation

Material:
EN AW-6082-T6

DETAIL B
SCALE1:5

REVISIONS

REV. | DESCRIPTION | pate | apr.

All rights remain with TRIPOD MOBILITY BV. This applies
especially to rights of invention. know-how, copyrights
and rights to name as well as for the rights to patent
these as commercial protective rights. All rights of
disposition, particulary for copying or distributing

reserved. Approval of first supply and change according
to TRIPOD MOBILITY BV.

Drawn by  B. Verhallen Notes
Date 18-07-2018 - Measurements in mm
Department Homologation | - Tolerance +0.5mm
- - Homologation drawing,

Material prior to modification please
- consult Homologation

. department
Weight -LHD and RHD
56087.55 [g]
Homologation number
HOM-062-K9L?

NO.|[QTY.|PART.

DESCRIPTION

17149

Chassis reinforcement frames

Car(s)

-Citroen Berlingo L1 & L2 2018- REC
-Peugeot Rifter L1 & L2 2018- REC
-Opel Combo Tour L1 & L2 2018- REC

17144

Lowered floorpan assembly

16307

Afstandsbus driepuntsgordel

17254

Afstandsbus gordelstick

17184

Afstandsbus gordel boven

Title
Seat belt anchorage points detalil,
wheelchair occupant

16306

Gordelplaatje 7/16 UNF (55x37,5)
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8908

Zeskant tapbout M10x60 - 8.8 - DIN 993

Subgroup

Passenger safety belt 3rd row
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